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RADIO 037 
(MCR-32)
•	8-Dip switches

RADIO 031 
(MCR-32 N4)
•	8-Dip switches

RADIO 014 
(MR-1000)
•	10-Dip switches

RADIO 015 
(MRX-1000)
•	10-Dip switches

RADIORE 900
•	Receiver

RADIORE 900A
•	Receiver 
•	Commercial Receiver Antenna

RADIORE 900B
•	Receiver
•	Commercial Receiver Antenna
•	 Nema 4/12-4X Enclosure

RADIORE 901
•	Receiver
•	Nema 1
•	 Wall mount

RADIORE 901A
•	 Receiver & Commercial  

Receiver Antenna
•	 Nema 1
•	 Wall mount

RADIORE 901B
•	 Receiver & Commercial 

Receiver Antenna
•	 Nema 4/12-4X Enclosure

Notes :

•	 RADIORE 901 is compatible with most commercial operator brands on the market.
•	 RADIORE 901 can be paired with both types of transmitters (Rolling Code + Fixed Code) with the same operator.
•	 Manaras-Opera Series 900 Dip Switch Transmitters / Receivers are not compatible with Manaras-Opera Series 100  

Rolling Code Transmitters / Receivers (except for RADIORE 901/901A/901B).
•	 Manaras-Opera Series 900 Dip Switch Transmitters cannot be paired with the On-Board Radio Receiver.

•	Dip Switch Compatible

•	Dip Switch Compatible

•	Universal (Rolling Code & Dip Switch Compatible)
•	Controls 1 Operator (1 Door)
•	Pairs with an infinite # of identical Dip Switch transmitters
•	Power Supply: 24VAC/VDC

•	Universal (Rolling Code & Dip Switch Compatible)
•	Controls 1 Operator (1 Door)
•	Pairs with an infinite # of identical Dip Switch transmitters
•	Power Supply: 24VAC/VDC

Com ponents & Accessories

CABLEKIT 001 / 001A
•	Commercial Receiver Antenna
•	Coaxial Cable 15′ / 20′ 
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RADIORE 900
•	Receiver

RADIORE 900A
•	Receiver 
•	Commercial Receiver Antenna

RADIORE 900B
•	Receiver
•	Commercial Receiver Antenna
•	 Nema 4/12-4X Enclosure

RADIORE 901
•	Receiver
•	Nema 1
•	 Wall mount

RADIORE 901A
•	 Receiver & Commercial  

Receiver Antenna
•	 Nema 1
•	 Wall mount

RADIORE 901B
•	 Receiver & Commercial 

Receiver Antenna
•	 Nema 4/12-4X Enclosure

Series 900 Compatibility Chart (313 MHz) 
 Fixed Code (Dip Switch Technology) Radio Controls   

•	Function: Open / Close
•	LED Indicator
•	Ergonomic Design
•	Nema 1
•	Range: 100' (approx.)

RADIOEM 903
•	Three-Button Transmitter
•	1-3 Doors
•	Battery: 1x CR2032 (3V)
•	Sun-Visor Clip (Not Shown)

RADIOEM 901
•	One-Button Transmitter 
•	1 Door
•	Battery: 1x A23 (12V)
•	Key Ring (Not Shown)

RADIO 027 
(MT-1000)
•	One-Button Transmitter 
•	Battery: 1x 9V 

RADIO 016 
(MT2-1000)
•	Two-Button Transmitter 
•	Battery: 1x 9V 

RADIO 022 
(MT3-1000)
•	Three-Button Transmitter 
•	Battery: 1x 9V 

RADIO 028 
(MTM-1000)
•	One-Button Transmitter 
•	Battery: 1x A23 (12V)

FULL
COMPATIBILITY

•	Function: Open / Close / Stop
•	LED Indicator
•	Ergonomic Design
•	Soft-Touch Push-Buttons
•	Nema 1
•	Range: 100' (approx.)

RADIOEM 932
•	Three-Button Transmitter
•	1-32 Doors
•	Battery: 2x AA (1.5V)
•	Hand held or wall mount

RADIO 047 
(MCT-1)
•	One-Button Transmitter
•	Battery: 1x 9V 

 

RADIO 042 
(MCT-4)
•	4-Doors
•	Battery: 1x 9V 

 

RADIO 050 
(MCT-32)
•	32-Doors
•	Battery: 1x 9V

FULL
COMPATIBILITY


